SONAX® Drosibas datu lapa top- /11

atbilstosi 1907/2006/EK, 31. pants
lespieSanas datums: 15.12.2023  Versijas numurs 3.00 (aizstaj versiju 2.00) Labojums: 31.10.2023

1. IEDALA. Vielas/maisijuma un uznéméjsabiedribas/uznémuma identificéSana

1.1 Produkta identifikators

Produkta nosaukums tirgad: SONAX Uzlimju atlikumu nonéméjs

Artikula numurs:

04773000, 04774000

UFI: 48G3-E04X-U008-YVDM

1.2 Vielas vai maisijuma butiskie identificétie lietoSanas veidi un neieteicamie lietoSanas veidi
Vielas/ preparata pielietojums

Patérina lietojumi. Privatas majsaimniecibas / sabiedriba / patérétaji

Profesionalie lietojumi

Mazgasanas un tirisanas lidzekli

Lietosanas veidi, ko neiesaka izmantot PaSlaik mums par to nav informacijas.

1.3 Informacija par drosSibas datu lapas piegadataju
RazZotajs/ piegadatajs:

SONAX GmbH

Miinchener Stralle 75

D-86633 Neuburg (Donau)

Tel.: ++49 (0)8431/53-0

Informacijas sniedzéjs:
SIA ,TEHSERVISS*
Ulbrokas iela 23

Riga, LV-1021

Latvija

Talrunis: +371 67370677
e-mail: info@tehserviss.lv
www.tehserviss.Ilv

1.4 Talruna numurs, kur zvanit arkartas situacijas:

Valsts ugunsdzésibas un glab8anas dienests, phone number: 112.

Toksikologijas un sepses klinikas Saindé$anas un zalu informacijas centrs, Hipokrata 2, Riga, Latvija, LV-
1038, phone number +371 67042473. Service is available 24 hours

2. IEDALA. Bistamibas apzinaSana

2.1 Vielas vai maisijuma klasifikacija
Klasifikacija saskana ar Regulu (EK) Nr. 1272/2008

Aerosol 1 H222 Ipasi viegli uzliesmojoss aerosols.

H229 Tvertne zem spiediena: karstuma var eksplodét.
Eye Irrit. 2 H319 Izraisa nopietnu acu kairinajumu.
STOT SE 3 H336 Var izraisit miegainibu vai reibonus.

2.2 Markéjuma elementi

Markésana saskana ar Regulu (EK) Nr. 1272/2008

Produkta klasifikacija un markésana veikta atbilstosi CLP regulas prasibam.
Bistamibas piktogrammas

GHS02 GHSO07

Signalvards Draudi

Riska faktorus noteicoSie komponenti uz etiketes:
1-metoksipropanols-2

propan-2-ols

Bistamibas apziméjumi

H222 Ipasi viegli uzliesmojoss aerosols.

H229 Tvertne zem spiediena: karstuma var eksplodét.
H319 Izraisa nopietnu acu kairinajumu.

H336 Var izraisit miegainibu vai reibonus.
(Turpinajums 2.Ipp.)
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Drosibas prasibu apziméjums

P101 Mediciniska padoma nepiecieSamibas gadijuma attieciga informacija ir noradita uz
iepakojuma vai etiketes.

P102 Sargat no bérniem.

P210 Sargat no karstuma, karstam virsmam, dzirkstelém, atklatas uguns un citiem aizdeg$anas
avotiem. Nesmékét.

P211 Neizsmidzinat uz atklatas uguns vai citiem aizdeg$anas avotiem.

P251 Nedurt vai nededzinéat, ari péc izlietoSanas.

P261 Izvairities ieelpot smidzinajumu.

P264 Péc izmantosanas kartigi nomazgat.

P271 Izmantot tikai ara vai labi védinamas telpas.

P280 Izmantot acu aizsargus.

P305+P351+P338 SASKARE AR ACIM: Uzmanigi izskalot ar ddeni vairakas mindtes. Iznemt kontaktlécas, ja
tas ir ievietotas un ja to var vienkarsi izdarit. Turpinat skalot.

P312 Sazinieties ar SAINDESANAS INFORMACIJAS CENTRU/arstu, ja jums ir slikta passajita.
P405 Glabat slégta veida.

P410+P412 Aizsargat no saules gaismas. Nepaklaut temperatirai, kas parsniedz 50 °C/122 °F.

P501 Izmest saturu/iepakojumu saskana ar vietéjiem/regionalajiem/nacionalajiem/

starptautiskajiem noteikumiem.
2.3 Citi apdraudéejumi
PBT un vPvB ekspertizes rezultati
PBT: Saskana ar piegades kédé sniegto informaciju maisijuma nav par PBT uzskatamas vielas >0,1 %.
VPvB: Saskana ar piegaddes kédé sniegto informaciju maisijuma nav par vPvB uzskatamas vielas >0,1 %.
Nosakot endokrini disruptivas ipaSibas
ST viela/maisijums nesatur sastavdalas, kuram ir endokrini disruptivas lpasibas saskana ar REACH 57 .(f)
punktu, Komisijas Delegéto regulu (ES) 2017/2100 vai Komisijas Regulu (ES) 2018/605 0,1% vai liclaka
apmeéra.

3. IEDALA. Sastavs/informacija par sastavdalam

3.2 Maistjumi
Apraksts: Sastavs no saspiestas gazes un skidinatajiem.

Bistamie komponenti:

CAS: 107-98-2 | 1-metoksipropanols-2 50-<75%
EINECS: 203-539-1 & Flam. Liq. 3, H226; > STOT SE 3, H336

Reg.nr.: 01-2119457435-35-xxxx

CAS: 67-63-0 \propan-2-ols 25-<50%
EINECS: 200-661-7 & Flam. Liq. 2, H225; < Eye Irrit. 2, H319; STOT SE 3, H336

Reg.nr.: 01-2119457558-25-xxxx

CAS: 106-97-8 \butgns 5-<10%
EINECS: 203-448-7 & Flam. Gas 1A, H220; Press. Gas (Comp.), H280

Reg.nr.: 01-2119474691-32-xxxx

CAS: 74-98-6 | Propgns 5-<10%
EINECS: 200-827-9 & Flam. Gas 1A, H220; Press. Gas (Comp.), H280

Reg.nr.: 01-2119486944-21-xxxx

CAS: 75-28-5 \izobutgns 1-<3%
EINECS: 200-857-2 & Flam. Gas 1A, H220; Press. Gas (Comp.), H280

Reg.nr.: 01-2119485395-27-xxxx

Regula (EK) Nr. 648/2004 par mazgasSanas lidzekliem / Sastavdalu markéSana

alifatiskajiem oglidenraziem | 25-<15%

Papildu informacija: So riska frazu jeb bistamibas pakapes apziméjumu formuléjumu skatit 16.nodala.

4. IEDALA. Pirmas palidzibas pasakumi

4.1 Pirmas palidzibas pasakumu apraksts
Visparéjas norades:

Skarto personu izvest no bistamas zonas un noguldit.
Iznemt netiro apgérbu

(Turpinajums 3.lpp.)
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Péc ieelposanas:
Rupéties par svaigu gaisu.
Elpcelu kairindSanas, reibonu, sliktas disas vai samanas zaudésanas gadijuma nekavéjoties ludziet arsta
palidzibu.
Nesamanas gadijuma novietot un transportét stabila stavokii uz saniem.
Péc saskares ar adu:
Parasti produkts nekairina adu.
Skartas adas dalas nomazgajiet ar adeni un maigu tirisanas lidzekli.
Péc noklisanas acis:
Acis caur pavértiem plakstiniem skalot vairgdkas minttes zem tekoSa ddens un konsultéties ar arstu.
Péc norisanas:
Izskalot muti un uzdzert lielu daudzumu Gdens.
Neizraisit vemSanu un nekavéjoties lagt arsta palidzibu.
4.2 Svarigakie simptomi un ietekme — akdti un aizkavéti
Galvassapes
Reibonis
Nogurums
Nelabums
Acu kairindsana

4.3 Norade par nepiecieSamo neatliekamo medicinisko palidzibu un ipasu apripi
Aprdpi arstam javeic atbilstosi pacienta stavokla novértéjumam. No simptomiem atkariga apripe.

5. IEDALA. Ugunsdzésibas pasakumi

5.1 Ugunsdzésibas lidzekli

Piemérotie dzésanas lidzekli:

Alkoholnoturigas putas

Oglekla dioksids

Dzésamais pulveris

Udens migla

Drosibas apsvérumu dé|] nepiemérotie dzéSanas lidzekli: Spéciga tdens striikla
5.2 Ipasa vielas vai maisijuma izraisita bistamiba

Var veidoties eksplozivs gazes un gaisa maisijums.

Ugunsgréka gadijuma var izdalities:

Oglekla monoksids (CO)

Oglekla dioksids (CO2)

5.3 leteikumi ugunsdzéséjiem

Ipasais aizsargaprikojums:

Neieelpot eksplozijas un deguma gazes.

Valkat komplekso aizsargtérpu.

UZzturieties bistamaja zona tikai ar autonomu elpo$anas aparatu.
Informaciju par personigo aizsargaprikojumu skatit 8.nodala.
Citi dati

Apdraudétas tvertnes atdzesét ar dens strikiu.

Piesarnoto dzé3anas tdeni savakt atseviski, tas nedrikst nokldt kanalizacija.

6. IEDALA. Pasakumi nejausas nopliides gadijumos

6.1 Individualas drosibas pasakumi, aizsardzibas lidzekli un procediras arkartas situacijam
Rapéties par pietiekoSu ventilaciju.
Personas, kuras nav avarijas dienestu darbinieki
Turét talu no uguns izcelSanas avotiem.
Valkat personigo aizsargtérpu.
Avarijas dienestu darbinieki Valkat aizsargajoSo aprikojumu. Neaizsargatas personas turét attaluma.
6.2 Vides drosibas pasakumi:
Nelaut nokldat pazemé/ zemes dzilés.
Par iepltsanu Gdenos vai kanalizacija pazinot atbildigdm iestadém.
Nepielaut nokliSanu kanalizacija/ virszemes adenos/ gruntstdenos.
(Turpinajums 4.lpp.)
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6.3 Lokalizacijas (ierobeZosanas) un savaksanas panémieni un materiali
Ruapéties par pietiekosu ventilaciju.
Savaékt ar Skidrumu sasaistoSu vielu palidzibu (smiltim, poraino grants iezi, skabju sasaistitaju, universalo
sasaistitaju, zaga skaidam).
Piesarnoto materialu aiztransportét ka atkritumus péc 13.punkta nosacijumiem.
6.4 Atsauce uz citam iedalam
Informaciju par darba dro$ibu skatit 7.nodala.
Informa&ciju par personigo aizsargaprikojumu skatit 8.nodala.
Informaciju par atkritumu likvidaciju skatit 13.nodala.

7. IEDALA. Apiesanas un glabasana

7.1 Drosa apiesanas un tai vajadzigie piesardzibas pasakumi
Darba vieta rapéties par labu ventilaciju/ nostaksanu.
Norades aizsardzibai pret degsanu un eksploziju:

Aizdeg38anas avotus turét attaluma — nesmékeét.

Tvertne paklauta spiedienam: sargét no tiesas saules iedarbibas un nepaklaut temperatirai, kas parsniedz 50
°C. Nepardurt un nededzinat pat péc izlieto$anas.

Nesmidzinat uz liesmu vai kvélojoSu priekSmetu.

Apstrades laika izdalas viegli gaistosas, viegli uzliesmojoSas sastavdalas.

Tvaiki kopa ar gaisu var veidot eksplozivu maisijumu.

Veikt pasakumus pret elektrostatisko uzladésanos.

7.2 DroSas glabasanas apstakli, tostarp visu veidu nesaderiba
Uzglabasana:

Prasibas, kadam jaatbilst uzglabasanas telpam un tvertném:

Paredzét noblivétu gridu, kas noturiga pret Skidinatajiem.

Ir jaievéro noteikumi par saspiestas gazes uzglabasanu .

Norades par vairaku vielu kopéju uzglabasanu:

Uzglabéat atseviski no pértikas produktiem.

levéraojiet viet€jas varas instancu noteikumus.

Citi uzglabasanas nosacijumi:

Tvertni uzglabat labi védindma vieta.

Uzglabat vésa vieta, sakarsésana izraisa spiediena paaugstinasanos un uzspragsanas risku.
Sargat no karstuma un tieSu saules staru iedarbibas.

leteicama uzglabasanas temperatira: 20 °C.

7.3 Konkréts(-i) galalietosanas veids(-i) Nav pieejama cita bitiska informacija.

8. IEDALA. Ekspozicijas kontrole/individuala aizsardziba

8.1 Kontroles parametri

Sastavdalas, kuru robezZvértibas ir kontroléjamas attiecigaja darba vieta:
CAS: 107-98-2 1-metoksipropanols-2

AER (LV) |Islaiciga vértiba: 568 mg/m? 150 ppm
llgstoSa vértiba: 375 mg/m?3 100 ppm
Ada

IOELV (EU) |Islaiciga vértiba: 568 mg/m? 150 ppm
llgstosa vértiba: 375 mg/m?3, 100 ppm
ada

CAS: 67-63-0 propan-2-ols

AER (LV) |lIslaiciga vértiba: 600 mg/m?

llgstosa vértiba: 350 mg/m?

CAS: 106-97-8 butans

AER (LV) |I/gsto§a vértiba: 300 mg/m?

(Turpinajums 5.lpp.)
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CAS: 74-98-6 Propans
AER (LV) |lIgstoSa vértiba: 1800 mg/m? 1000 ppm

Informacija par reguléjumu
AER (LV): MK noteikumi Nr. 110, 23.02.2021
IOELV (EU): (EU) 2019/1831

DNEL

CAS: 107-98-2 1-metoksipropanols-2

orali DNEL | 3,3 mg/kg (consumer) (long-term / systemic effects)
dermali |DNEL| 18,1 mg/kg (consumer) (long-term / systemic effects)
50,6 mg/kg (worker) (long-term / systemic effects)
inhalativi| DNEL | 43,9 mg/m?® (consumer) (long-term / systemic effects)
553,5 mg/m? (worker) (short-term / local effects)
DNEL | 369 mg/m? (worker) (long-term / systemic effects)
CAS: 67-63-0 propan-2-ols

orali DNEL | 26 mg/kg (consumer) (chornic effects (1d))

dermali |DNEL|319 mg/kg (consumer) (chronic effects (1d))

888 mg/kg (worker) (chronic effects (1d))

inhalativi| DNEL | 89 mg/m? (consumer) (chronic effects)

500 mg/m?® (worker) (chronic effects)

PNEC

CAS: 107-98-2 1-metoksipropanols-2
PNEC| 100 mg/I (STP)

100 mg/l (water (intermittent release))
10 mg/l (water (fresh water))

1 mg/l (water (sea water))

PNEC| 2,47 mg/kg (gro)

41,6 mg/kg (sediment (fresh water))
4,17 mg/kg (sediment (sea water))
CAS: 67-63-0 propan-2-ols

PNEC| 140,9 mg/l (sporadic release)

2.251 mg/I (STP)

140,9 mg/l (water (fresh water))
140,9 mg/l (water (sea water))
PNEC | 28 mg/kg (gro)

552 mg/kg (sediment)

Papildu informacija: Pamata tika izmantoti sastadiSanas laika spéka esoSie saraksti.

8.2 Ekspozicijas kontrole

Piemérotas tehniskas vadibas ierices

NodroSiniet labu ventilaciju. To iespéjams panakt ar lokalu gaisa nosiicéju vai visparéju gaisa izvadi.Ja ar to
nepietiek, lai noturétu koncentraciju zem darba vietas robeZvértibam, lietojiet piemérotu elpcelu aizsardzibas
lidzekli.

Individualie aizsardzibas pasakumi, pieméram, individualie aizsardzibas lidzekli

Visparéji aizsardzibas un higiénas pasakumi:

Ir jaievéro vispar pienemtie droSibas pasakumi, rikojoties ar kimikalijam.

Turét talak no partikas produktiem, dzérieniem un dzivnieku baribas.

Partraukumos un darba beigas nomazgat rokas.

Elpcelu aizsardziba

Parsniedzot darba vietas robezvértibu:

leteicams izmantot S&du elpcelu aizsardzibas lidzekli:

ElpoS$anas filtrs organiskam gazém un tvaikiem (A veids)

ApziméSanas krasa: Brins

[DIN EN 14387]

Roku aizsardziba: Parasta gadijuma nav nepiecieS§ams

(Turpinajums 6.lpp.)
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9. IEDALA. Fizikalas un kimiskas ipaSibas

Visparéji dati

Agregatstavoklis

Krasa:

Smarza:

Kusanas punkts/ sasalsanas punkts

Virsanas punkts vai sakotnéjais virSanas punkts
un virSanas temperatiras diapazons
Uzliesmojamiba

Apakséja:

Augséja:

Uzliesmosanas punkts

Sadalisanas temperatira

pH

Viskozitate:

Kinematiska viskozitate pie 40 °C (104 °F)

Skidiba

uadeni:

Sadalijuma koeficients (n-oktanols-idens) (log
vértiba)

Tvaika spiediens pie 20 °C (68 °F):

Blivums un/vai relativais blivums

Blivums pie 20 °C (68 °F):

Tvaiku blivums

Apakséja un augséja spradzienbistamibas robeza

9.1 Informacija par fizikalajam un kimiskajam pamatipasibam

Skidrs
Bezkrasains
Lidzigs spirtiem
Nav noteikts.

82 °C (179,6 °F) (CAS: 67-63-0 propan-2-ols)
Ipasi viegli uzliesmojo$s aerosols.

2 Vol % (CAS: 67-63-0 propan-2-ols)
13 Vol % (CAS: 67-63-0 propén-2-ols)
Nav pielietojams, ir ka aerosols.

Nav noteikts.

Nav pielietojams.

<20,5 mm%¥s
(Aktivas vielas dati)

Pilniba samaisams.

Nav noteikts.
43 hPa (32,3 mm Hg) (CAS: 67-63-0 propan-2-ols)

0,87 - 0,88 g/cm? (7,26015 - 7,3436 Ibs/gal)
(Aktivas vielas dati)
Nav noteikts.

9.2 Cita informacija

Izskats:

Forma:

Svariga informacija par veselibas un apkartéjas
vides aizsardzibu, ka ari par drosibu
AizdegsSanas temperatira:
Spradzienbistamiba:

Stavokla maipa
IztvaikoSanas atrums

Nav pieejama cita bdtiska informacija.
Aerosols

Nav noteikts.

Izmantojot var veidot uzliesmojoSu vai

spradzienbistamu tvaiku un gaisa maisijumu.

Nav pielietojams.

Informacija par fizikalas bistamibas klasém
Spradzienbistami mater iali
Uzliesmojosas gazes

Aerosoli

Oksidéjosas gazes

Gazes zem spiediena

Uzliesmojosi Skidrumi

Uzliesmojosas cietas vielas

Pasreagéjosas vielas un maisijumi

Pirofori Skidrumi

Piroforas cietas vielas

Passasilstosas vielas un maisijumi

Vielas un maisijumi, kas saskaré ar adeni izdala
uzliesmojosas gazes

iztrakst

iztrakst

>85% (masas procenti) uzliesmojosu sastavdalu,
sadeg$anas siltums >30 kJ/g

Ipasi viegli uzliesmojoss aerosols.

Tvertne zem spiediena: karstuma var eksplodét.
iztrakst

iztrakst

iztrakst

iztrakst

iztrakst

iztrakst

iztrakst

iztrakst

iztrikst

(Turpinajums 7.lpp.)
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Oksidéjosi skidrumi iztrikst
Oksidéjosas cietas vielas iztrikst
Organiskie peroksidi iztrakst
Vielas un maisijumi, kas izraisa metalu koroziju iztrikst
Desensibilizéti spradzienbistami materiali iztrakst

10. IEDALA. Stabilitate un reagétspéja

10.1 Reagétspéja Nav zinamas bistamas reakcijas.

10.2 Kimiska stabilitate Stabilas normalos apstakjos.

10.3 Bistamu reakciju iespéjamiba Viegli uzliesmojoSu gazu/ tvaiku izveido$anas.
10.4 Nepielaujami apstak]i

Tvertne paklauta spiedienam: sargat no tieSas saules iedarbibas un nepaklaut temperatdrai, kas parsniedz 50
°C. Nepardurt un nededzinat pat péc izlietoSanas.

Spiediena palielinadana var radit spradzienu.

AizdegS8anas avotus turét attaluma — nesmékeét.

Informaciju par darba dro$ibu skatit 7.nodala.

10.5 Nesaderigi materiali:

Spécigi oksidétaji

stipras skabes

10.6 Bistami sadalisanas produkti Nav zinami bistami sadaliSanas produkti.

11. IEDALA. Toksikologiska informacija

11.1 Informacija par Regula (EK) Nr. 1272/2008 definétajam bistamibas klasém
Akdata toksicitate [akits toksiskums]
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas Kritérijiem.

Svarigako LD/LC50- (letalo devu un koncentracijas) klasifikacija:
CAS: 107-98-2 1-metoksipropanols-2

orali LD50 4.016 mg/kg (rat)

dermali |LD50 >2.000 mg/kg (rat)

inhalativi|LCO / 6h |>7.000 ppm (rat)

CAS: 67-63-0 propan-2-ols

orali LD50 5.840 mg/kg (rat)

dermali |LD50 13.900 mg/kg (rabbit)

inhalativi|LC50/ 6 h|>25 mg/l (rat) (OECD 403)

~ Adas korozija/ adas kairinajums [kodigs adai/ kairino$s adail
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas Kritérijiem.

" Elpcelu vai adas sensibilizacija [sensibilizacija, ieelpojot vai nonakot saskaré ar adu]
Pamatojoties uz pieejamajiem datiem, neatbilst klasificésanas Kritérijiem.

' Mutagenitate digl$inam [cilmes $dnu mutagenitate]
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas Kritérijiem.

Reproduktiva toksicitate [toksisks reproduktivai sistéma]
Pamatojoties uz pieejamajiem datiem, neatbilst klasific€Sanas Kritérijiem.

Toksiska ietekme uz ipasu mérkorganu, vienreizéja ekspozicija [toksiska ietekme uz mérkorganu,
vienreizéja iedarbiba]
Var izraisit miegainibu vai reibonus.

Toksiska ietekme uz ipasu mérkorganu, atkartota ekspozicija [toksiska ietekme uz mérkorganu,
atkartota iedarbiba]
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas Kritérijiem.

(Turpinajums 8.lpp.)
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Aspirativa bistamiba [bistams ieelpojot]
Pamatojoties uz pieejamajiem datiem, neatbilst klasificésanas Kritérijiem.

Papildu toksiska informacija:
Koncentracijas klasifikacija:
CAS: 67-63-0 propan-2-ols
orali| NOAEL | 400 mg/kg/day (rat)

11.2 Informacija par citiem apdraudéjumiem
Endokrini disruptivas ipasibas
Nemot véréa pasreizéjo zinatnes progresa limeni, nav pieejami dati par produkta endokrini disruptivajam
Ipadibam, kas ietekmé veselibu.
| Nesatur nevienu no sastavdajam |

12. IEDALA. Ekologiska informacija

12.1 Toksicitate Par $o maisijumu nav pieejami nekadi ekologiski, toksikologiski dati.
Udenu toksiskums:

CAS: 107-98-2 1-metoksipropanols-2

LC50/96h |>6.800 mg/I (Leuciscus idus) (DIN38412)

LC50/48h |23.300 mg/l (Daphnia magna)

EC50 >1.000 mg/I (Pseudokirchneriella subcapitata) (7d)

EC50/3h >1.000 mg/l (Bel) (OECD 209)

CAS: 67-63-0 propan-2-ols

LC50/96h |9.640 mg/l (Pimephales promelas)

LC50/ 24h
EC50
EC50/72h
LOEC

9.714 mg/l (daphnia)
>100 mg/I (bacteria)
>100 mg/l (al)
1.000 mg/I (al)

CAS: 106-97-8 butans

LC50/96 h
EC50/4d

27,98 mg/l (fish)
7,71 mg/l (al)

CAS: 74-98-6 Propans

LC50/96 h
EC50/96 h

27,98 my/l (fish)
7,71 mg/l (algae)

CAS: 75-28-5 izobutans

LC50/96 h
EC50/4d

27,98 mg/l (fish)
7,71 mg/l (algae)

12.2 Noturiba un noardamiba

CAS: 107-98-2 1-metoksipropanols-2

Biodegradation | 90-100 % (OEECD 301E)

CAS: 67-63-0 propan-2-ols

Biodegradation | 53 %

12.3 Bioakumulacijas potencials

CAS: 107-98-2 1-metoksipropanols-2

log Kow| <0,43 (25°C)

12.4 Mobilitate augsné Nav pieejama cita bitiska informacija.
12.5 PBT un vPvB ekspertizes rezultati
PBT: Saskana ar piegades kédé sniegto informaciju maisijuma nav par PBT uzskatamas vielas >0,1 %.
VPvB: Saskana ar piegades kédé sniegto informaciju maisijuma nav par vPvB uzskatamas vielas >0,1 %.
12.6 Endokrini disruptivas ipasibas
Nemot véra pasreizéjo zinatnes progresa limeni, nav pieejami dati par produkta endokrini disruptivajam
Ipasdibam, kas ietekmeé vidi.
12.7 Citas nelabvéligas ietekmes Nav piegjama cita batiska informacija.
(Turpinajums 9.lpp.)
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Cita ekologijas informacija:
Visparéjie noradijumi: Nepielaut nekontrolétu produkta noklasanu apkartéja vidé.

13. IEDALA. ApsaimniekoSanas apsvérumi

13.1 Atkritumu apstrades metodes

Atkritumi, kas klasificéti ka bistami saskana ar Direktivas 2008/98/EK Il pielikumu.
leteikums: Atkritumus utiliz€jiet atbilsto$i vietéjo iestazu noteikumiem.

Eiropas atkritumu katalogs

Utilizacija / izstradajums + Ulilizacija / netirits iepakojums

15 01 10*|iepakojums, kas satur bistamu vielu atlikumus vai kas ir ar tam piesarnots
HP3 Uzliesmojo$s

HP4 Kairino$s - kairina adu un izraisa acu bojajumus

HP5 Toksisks noteiktiem mérka organiem (STOT)/Toksisks ieelpojot

Neattiritie iesainojumi:
leteikums: LikvidéSana atbilstosi oficialiem noteikumiem.

14. IEDALA. Informa&cija par transportésanu

14.1 ANO numurs vai ID numurs

ADR/RID/ADN, IMDG, IATA UN1950

14.2 ANO oficialais kravas nosaukums

ADR/RID/ADN 1950 AEROSOLI

IMDG AEROSOLS

IATA AEROSOLS, flammable
14.3 Transportésanas bistamibas klase(-es)

ADR/RID/ADN

klase 2 5F Gazes
Riska faktoru etikete 2.1
IMDG, IATA

Class 2.1 Gazes

Label 2.1

14.4 lepakojuma grupa

ADR/RID/ADN, IMDG, IATA iztrakst

14.5 Vides apdraudéjumi:

Jiras piesarnotajs: Ne

14.6 Ipasi piesardzibas pasakumi lietotajiem Uzmanibu: Gazes

14.7 Beztaras kravu jiras parvadajumi saskana ar
SJO instrumentiem Nav pielietojams.

Transports/ cita informacija:

ADR/RID/ADN
lerobeZotie daudzumi (LQ) 1L
Transporta kategorija 2

(Turpinajums 10.Ipp.)
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Tunela izmantosanas ierobeZojuma kods: D
UN "Model Regulation": UN 1950 AEROSOLI, 2.1

15. IEDALA. Informacija par reguléjumu

15.1 Drosibas, veselibas un vides jomas noteikumi/normativie akti, kas ipasi attiecas uz vielu un
maisijumu

Eiropas Direktivas:

Direktiva 2010/75/ES (VOC) 100,00 %

Seveso kategorijum (DIREKTIVA 2012/18/ES) P3a UZLIESMOJOSI AEROSOLI

REGULA (ES) 2019/1148

I Pielikums - IEROBEZOTI SPRAGTSVIELU PREKURSORI (Augséja robezvértiba licencésanas nolikos
saskana ar 5. panta 3. punktu)

Nesatur nevienu no sastavdalam

Il Pielikums - ZINOJAMI SPRAGSTVIELU PREKURSORI
Nesatur nevienu no sastavdalam

Nacionalie noteikumi:

Noradijumi attieciba uz nodarbinatibas ierobeZojumiem:

levérot nodarbinatibas ierobeZojumus grdtniecém un matém, kas bérnu baro ar kriti.
levérot nodarbinatibas ierobeZojumus jaunieSiem.

15.2 Kimiskas drosibas novértéjums: Kimiskas drosibas novértgéjums nav veikts.

16. IEDALA. Cita informacija

Dati balstiti uz masu $ibriza atzinam, tacu tie negaranté produkta ipasibas un nevar bat par pamatu
likumiskam llgumattiecibam.

Nozimigakas frazes

H220 Ipasi viegli uzliesmojosa gaze.

H225 Viegli uzliesmojoss skidrums un tvaiki.

H226 Uzliesmojo$s Skidrums un tvaiki.

H280 Satur gazi zem spiediena; karstuma var eksplodét.
H319 Izraisa nopietnu acu kairinajumu.

H336 Var izraisit miegainibu vai reibonus.

Klasifikacija saskana ar Regulu (EK) Nr. 1272/2008

Aerosoli Pamatojoties uz parbaudes datiem

Nopietni acu bojajumi/acu kairinajums MAISIJUMA KLASIFIKACIJA VISPARIGI BALSTAS

Toksiska ietekme uz jpasu mérkorganu (vienreizéja |UZ APREKINU METODI, IZMANTOJOT

iedarbiba) INFORMACIJU PAR VIELU SASKANA AR REGULU
(EK) 1272/2008.

lepriekséjas versijas datums: 19.11.2021
Versijas numurs iepriekséjai versijai: 2.00
Saisinajumi un akronimi:
RID: Réglement international concernant le transport des marchandises dangereuses par chemin de fer (Regulations Concerning the
International Transport of Dangerous Goods by Rail)
DGR: Przepisy dotyczgce towaréw niebezpiecznych - Dangerous Goods Regulations by IATA
ICAO-TI: Technical Instructions by the "International Civil Aviation Organisation" (ICAO)
NOEL = No Observed Effect Level
NOEC = No Observed Effect Concentration
LC = letal Concentration
EC50 = half maximal effective concentration
log POW = Octanol / water partition coefficient
GHS: Globally Harmonized System of Classification and Labelling of Chemicals
ATE: acute toxicity estimate
ADR: Accord relatif au transport international des marchandises dangereuses par route (European Agreement Concerning the International
Carriage of Dangerous Goods by Road)
IMDG: International Maritime Code for Dangerous Goods
IATA: International Air Transport Association
EINECS: European Inventory of Existing Commercial Chemical Substances
ELINCS: European List of Notified Chemical Substances
CAS: Chemical Abstracts Service (division of the American Chemical Society)
DNEL: Derived No-Effect Level (REACH)
(Turpinajums 11.Ipp.)
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PNEC: Predicted No-Effect Concentration (REACH)
LC50: Lethal concentration, 50 percent
LD50: Lethal dose, 50 percent
IOELV = indicative occupational exposure limit values
Flam. Gas 1A: Uzliesmojosas gazes — 1.A kategorija
Aerosol 1: Aerosoli — 1. kategorija
: Aerosoli — 3. kategorija
Press. Gas (Comp.): Gazes zem spiediena — Saspiesta gaze
Flam. Liq. 2: Uzliesmojo$i Skidrumi — 2. kategorija
Flam. Liq. 3: UzliesmojoSi $kidrumi — 3. kategorija
Eye Irrit. 2: Nopietni acu bojajumi/acu kairingjums — 2. Kategorija
STOT SE 3: Toksiska ietekme uz ipasSu mérkorganu (vienreizéja iedarbiba) — 3. kategorija
* Dati, attieciba pret sakuma versiju, ir mainiti *Dati, salidzinot ar iepriekSéjo versiju
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